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ROSS MIXING : USA

Production Homogenizer Model VMC - 100
• Change can design for use with multiple mix vessels.
• Mix vessel locating and locking device.
• Vertical lift design with push button controls for raising of mix vessel to
   the operating position.
• Agitator drive components and lift system are fully sheathed by the
   mixer enclosure.
• Wetted parts are stainless steel type 316, polished to an 80 grit finish.
• Up to three independently driven agitators including an Anchor, High
• Speed Disperser and High Shear Rotor/Stator Mixer.

Batch Homogenizer Model HSM 100 
• 1-1/2 through 200 HP.
• 230/460 volt, 60 Hz, three phase, explosion proof motors 
• Standard single-stage Rotor/Stator supplied with either 
  disintegrating, slotted, square hole or fine screen stator head.
• For use in atmospheric (non-pressure/ non-vacuum) vessels.
• Type 316 stainless steel wetted parts.
• All non-stainless steel external surfaces coated with a white 
   two part epoxy paint.
• Bronze shaft support bushing.

MIXING TECHNOLOGIES- ROTOR/STATOR

PRIMIX : JAPAN

Laboratory Homogenizer Model 100LCI   
• 1HP drive, 220volt, 50/60 Hz, single phase, 20 amp.
• Mixer and controls are wired and include a cord and plug.
• IP55/NEMA12 motor.
• Variable speed control from 500-10,000 rpm, +/- 1% speedaccuracy.
• Digital electronic controls with built-in speed, % load, batchtime & 
   temperature (F/C) control and readouts.
• Power lift mechanism with push-button raise and lowercontrols.
• Type 316 stainless steel wetted parts.
• Easy to disassemble and clean.

Pilot Vacuum Emulsifier
Model AGI HOMO 2M-2
• Homo mixer with Paddle Mixer
• Scraper on Paddle 
• Touch Screen Control Panel
• Homo Mixer 100V,0.4kW,1000-12000 rpm
• Paddle Mixer 100V,0.4kW,0-125rpm 

Production Vacuum Emulsifier
Model AGI Homo Mixer
• Homo Mixer and Paddle Mixer
• Triple Shoft type 
• Compliance GMP standards
• Variable Capacity 
• Perform fine emulsification,Kneading
  and heat exchange of cream 
  and oilment 

Stone Mill/Atomizer 
Model   TK MYCOLLIODER
• Performs atomizing, pulverizing, 
  Dispersing, Emulsifying functions
• Produce particle size from 5 micron 
  down to less than 1 micron

Laboratory Homogenizer 
Model MARKII 2.5 
• Brushless motor , Particle size 
   variation is reduced 
• Handles Materieal up to 70 Pa-s 
  ( 70,000 cPs )
• Motor 100V, 0.2 kW
• 500 - 12000 rpm 
• Working capacity : 3 Liters

HEIDON : JAPAN PROSCIENTIFIC : USA

Laboratory Homogenizer 
Model   PRO250
• 576 Watts Power 
• 10,000 - 30,000 rpm
• Capacity : 0.03ml - 5 L
• Speed control : Analog or Digital Control

Laboratory Stirrer 
Model   BL600
• DC Brushless Motor B Type 
   Insulation 35W
• Variable speed 0 - 600rpm
• Feedback Control and Forward/
   Reverse Rotation Switching 
  (Timer mode, manual)
• Meduim to High Viscosity
• Rated Tourqe 0.5N/m

High Speed Disper Inline Mixer

Dual Shaft Mixer Ribbon Blender

Planetary Mixer Three Roll Mill



Pump Technologies    เทคโนโลยีปัั้มสุญญากาศ  แบบ Rotory Vane  
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PNEUMOFORE Vacuum Pump : Italy

Central Vacuum Pump Model UV series
• Air Cooling through alunimum radiator a temperature control fan
• The closed loop lubrication circuit ensure negigible oil consumption.
• Single-stage pumping  speed range from 250 to 3240 m3/hr.
• 99.9 - 99.95% maximum vacuum degree 1 - 0.5 mbar residual abs. pressure.
• Reduce electrical energy consumption.
• Plug and Play pumps install easily and direct vacuum plant no foundation.
• Fully automatic operation.
• Intake air filter 5 micron , oil filter element washable for lubrication circuit.
• Special aluminum alloy vanes avoiding wearing and losses of efficiency

PUMP TECHNOLOGIES

Pneumofore's rotary vane air end  
Is the heart of our core products : tangential sliding vane , intensive oil injection method of cooling volumetric 
displacement ratio 9 : 1 compact and sturdy construction with minimally few parts. It is the most efficient , 
durable , and reliable technology for vacuum pump 

Twin Screw Extruder 
Model OMEGA Series
• Deeper flighted Do/Di = 1.71
• Specific torgue > 11.0 Nm/cm3
• Touch Screen Automation Control Panel
• Complete system with feeder , water 
  cooling, pelletiziser and vacuum pumps 

We at STEER are committed to supply quality products** and related services on time and at competitive prices 
to our customers' satisfaction. We achieve this through efficiency in the application of proven technology, use of 
superior quality materials, effectiveness in manufacturing,assembly processes and infrastructure utilization. We 
continually work as a dedicated team, developing and upgrading resource skills through appropriate training. 
We also focus on continual improvement by following Quality Management Systems as laid out by the ISO 9001-
2000 standards definition. 
 ** co-rotating twin screw extruders together with associated automation, compounding 
elements, other parts and heart valve frames.

UV - 50

Compact Rotary Vane Vacuum Pump 
Model UVL series
• Air Cooling by motor fan
• Reduced power consumption
• Very low noise level
• Motor-pump connection by coupling
• Air suction capacity 2 - 250 m3/hr 
• Operation pressure 400 - 0.5 mbar 

UVL - 250 UVD - 40

Compact Oil Free Rotary Vane Vacuum Pump 
Model UVD series
• Air Cooling by motor fan
• Reduced power consumption
• No oil lubrication
• Motor - pump connection  by coupling
• Air suction capacity 3 - 140 m3/hr 
• Operation pressure 120 mbar

Twin Screw Extruder Technologies    เทคโนโลยการผลิตพลาสติก แบบ Twin screw Extruder   
 STEER ENGINEERING : India

POLYMER PROCESSING TECHNOLOGIES

Element Supplies
• Screw Elements 
• Shaft  
• Barrel 
• Die 
• Repair barrel

GLAVES CORPORATION : India NEOPLAST : India
Dry Cut Streand Pelletizer 
Model GCD 100
• High Torgue geared moter
• Pneumatic pressing
• Top roller cooling
• Streand speed 30 - 70 m/min
• No.Strands = 25 
• Motor power 2.2-7.5 kW
• Operation width 100mm

Element Supplies
• Rotary Cutter
• Staionary knives  
• Palletizer parts
• Granulator Blades
• Die Plate

High Intensive Mixer
• High Speed Mixers - 5 Litres to 4000 Ltrs
• Jumbo Bag/25kg Resin Bag Feeding station  
• Vacuum Conveying System
• Automatic Weighing System
• Liquid Metering System(Volumetric/Load cell)
• Anti Dusting (De-gassing) System
• Sieving Solutions
• Storage Silos , Bins and Hoppers
• Multiple Extrusion Lines Feeding system
• Complete Plant Automation system 
   with user friendly Computerized controls.


